
A S T R O N O M Y

STAR WATCHING
SUPER WIDE ANGLE BINOCULAR

�z Magenta coating 
�z Center-focus
�z Super wide angle 
�z This model can be mounted on a “Tripod Mounting Holder” 

(Sold separately. Please refer to page 23. )

7x32 SWA 131909

Model Brightness Field of View FOV@1000m Eye Relief Close Focus Distance Exit Pupil Dimensions (HxDxW) mm/in.

KENKO 7x32 SWA 20.8 13.1° 245m 8mm 3m/9.84ft. 4.57mm 113x65x115mm/4.44x2.55x4.52in.
Weight

710g/25.04oz.

For more information, please refer to page 10

For more information, please refer to page 10

Model Brightness Field of View FOV@1000m Eye Relief Close Focus Distance Exit Pupil Dimensions (HxDxW) mm/in.

7x50M IF 50.4 7.2° 125.8m 24.9mm 10m/32.8ft. 7.1mm 142x76x200mm/5.59x2.99x7.87in.

Weight
1,080g/38.09oz.

For more information, please refer to page 9

10x50 DH 002742

Model Brightness Field of View FOV@1000m Eye Relief Close Focus Distance Exit Pupil Dimensions (HxDxW) mm/in.

10X50DH 25 5.8° 19mm 15-10mm 3.8m/12.46ft. 5.0mm 169x63x141mm/6.65x2.48x5.55in.

Weight
830g/29.27oz.

For more information, please refer to page 13

7x50W 031124

10x50W 031131

Model Brightness Field of View FOV@1000m Eye Relief Close Focus Distance Exit Pupil Dimensions (HxDxW) mm/in. Weight

10x50W 25 6.6°(Wide*) 115.3m 15.5mm 8.2m /26.9ft. 5.0mm 165x77x185mm/6.49x3.03x7.28in. 880g/31.04oz.

7x50WP 131916

Model Brightness Field of View FOV@1000m Eye Relief Close Focus Distance Exit Pupil Dimensions (HxDxW) mm/in.

7x50WP 50.4 7.0° 122m 18mm 6m/19.68ft. 7.1mm 180x70x183mm/7.08x2.75x7.2in.

Weight
870g/30.68oz.

Self Defense Forces of Japan
O f f i c i a l  M o d e l

MAGENTA
COAT

WATER
PROOF

MULTI
COAT

WATER
PROOF

7x50M IF 011928

FULL
MULTI-COAT

WATER
PROOF

CENTER
DIOPTER

MULTI
COAT

WATER
PROOF

7x50 50.4 6.5° 113.6m 18.1mm 10m /32.8ft. 7.1mm 165x77x185mm/6.49x3.03x7.28in. 880g/31.04oz.

POLYCARBONATE
RESIN BODY

Actual field of view:13.1° / Apparent field of view:91°

21

MAGENTA
COAT
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L E N S 2 S C O P E

The new KENKO LENS2SCOPE adapter is an accessory that can
change any lens into a spotting scope. The LENS2SCOPE adapter's
light-weight composite body houses a high quality roof prism, optics
and an eyepiece just like a traditional spotting scope. When the lens
is attached it becomes a spotting scope to use for viewing. The lens
mount and housing for the optics are made from metal while some
external barrels are polycarbonate. 

The optics in the LENS2SCOPE magnify the image by a factor of
10x so that a 100mm lens would have the same magnification as a
1,000mm lens when viewing. Focus is easily achieved by using the
lens' manual focus ring. 

There are two versions of the LENS2SCOPE, a straight eyepiece 
(pictured) and a version where the eyepiece is angled up. They are
both available in Canon EOS, Nikon, Pentax and Sony. 

The LENS2SCOPE has a removable tripod adapter for mounting onto
a tripod for more comfortable viewing for extended periods of time. 

The tripod mount can support up to 800g. If you want to use a lens
heavier than 800g, please use a tripod mount on the lens.

This small accessory comes with its own carrying case and takes up
about as much room in a camera bag as a normal lens.

Model Jan# Type Color
Lens2scope Canon EF/EF-S 901243 Straight Black
Lens2scope Canon EF/EF-S 901250 Straight White
Lens2scope Canon EF/EF-S 901267 Angle Black
Lens2scope Canon EF/EF-S 901274 Angle White
Lens2scope Nikon F 901281 Straight Black
Lens2scope Nikon F 901298 Angle Black
Lens2scope Sony Alpha 901304 Straight Black
Lens2scope Sony Alpha 901311 Angle Black
Lens2scope Pentax K 901328 Straight Black
Lens2scope Pentax K 901335 Angle Black

Forcal length: 10mm
Lens construction: 5E / 3G
Prism system: Roof prism
Apparent field of view: 42 degrees
Maximum exi pupil: 2.5mm
Eye relief: 20mm with foldable eyecup for glass wear observation
Spotting scope magnification ratio: 1/10X the focal length of the lens mounted
Loupe magnification ratio: 25X when the lens mounted has 1:1 macro capability.
Focus adjustment: By camera lens
Dioptry change: -5D to +3D by camera lens focus compensation
Dimensions: Straight: LxWxH 180x80x90mm (7.08x3.14x3.54in.)
Dimensions: Angle: LxWxH 180x80x110mm (7.08x3.14x4.33in.)
Weight: Approx. 185g (6.52oz.)

Straight Type

Angle Type

Usage example: Lens not includes
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The Kenko New KDS Mount II is a lightweight, but solidly constructed
head suitable for attachment to a photographic tripod.
The Kenko head allows attachment and precise pointing of small 
telescopes and cameras.

New KDS Mount II 121658

Model Jan# Height mm/in. Weight
New KDS Mount II 121658 180mm/7.86in. 1200g/42.32oz.

1/4-20 standard photo thread for attachment to tripod 
Accepts the industrial standard telescope dovetail plate
Smooth slow motion control knobs
Weight: 1.2 kg

For long periods of steady, hands-free observation,
the use of a tripod is essential.  This tripod
adapter holder attaches quickly and securely to
your binoculars which can then be fastened to
any standard tripod.

TRIPOD ADAPTER HOLDER 440032

Model Jan# Height Weight
TRIPOD ADAPTER HOLDER 440032 93mm/3.66in. 35g/1.23oz.

For use with the following models:
M-MODEL 7x50WP
Artos 7x50 / 10x50W / 12x50W / 8x42W / 10x42W / 12x42W
UltraVIEW 7-15x35 / 8-20x50
among others, also fits most standard type binoculars.

Car Window Mount KM-4000CM 808030

Model Jan# Dimensions(HXDXW)mm/in. Weight
Car Window Mount KM-4000CM 808030 125x70x90mm/4.92x2.75x3.54in. 550g/19.4oz.

Spotting scope, D-SLR can be attached while car window around half opening
2 way head with quick release shoe
Maximum load weight 1.5kg

Using eye piece at the same time, 
it can be connected Spotting scope
and D-SLR. D-SLR should be attached
T-Mount (except certain D-SLR)

Camera Adapter PF 461419

Model Jan#
Camera Adapter PF 461419

It can be connected Spotting scope and D-SLR. D-SLR should be
attached T-Mount. (except certain D-SLR)

Photo Fixer 130316

48.5mm

44.5mm

13.6mm

The size of the dovetail groove

NEW EYEPIECE 25 461655

NEW EYEPIECE 20-60  461662  
Full Multi-coating provides high contrast images
Easy to use by long eye relief

Model Magnification Field of View FOV@1000m Eye Relief
NEW EYEPIECE  25 25 2.1° 36.7m 31mm
NEW EYEPIECE  20-60 20-60 1.7-1.1° 29.7-19.2m 12-20mm

T-MOUNT ADAPTER

Model Jan#
T-MOUNT ADAPTER EOS 499597

499603
499535
499559
499504
499481
499566
499511
499726

T-MOUNT ADAPTER ALFA
T-MOUNT ADAPTER N.A.
T-MOUNT ADAPTER OLYMPUS OM
T-MOUNT ADAPTER 4/3rds
T-MOUNT ADAPTER MICRO 4/3rds
T-MOUNT ADAPTER KONIKA
T-MOUNT ADAPTER APK
T-MOUNT ADAPTER SONY NEX

Width
20mm/0.78in. without screw

Model Jan#
Photo Fixer 130316

Pitch: 0.75
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Mirror Lens 400mm F8

Extremely compact super tele lens.
Full format camera focal distance is 400mm. For APS-C size it is 600mm and 
for "micro 3/4", the focal distance becomes 800mm.
A compact optical design combines silver deposition mirrors
and pure optical lenses.
As Kenko mirror 400mm F8 super tele lens has manual focus adjusting system,
it is possible be combined with all existing camera mount systems.
Kenko mirror 400mm F8 super tele lens is designed in 3 color variations; Black
to fit Nikon F, Canon EF, Pentax K and Sony Alpha, Titanium color to fit Sony E
and White color to fit "micro 3/4"camera mounts.

Focal distance: 400mm
Aperture: F8 (Fixed)
Lens construction: 6 elements in 2 groups
Picture angle: 6 degrees 8 minutes
Lens length: 82mm
Max. diameter: 74mm
Weight: 340g
Filter size: 67mm
Closest focusing distance: 1.15m
Max. macro magnification: 1:2.5
Focus system: Full manual
No. of diaphragm blades: non
Hood: KF-M400HOOD-BK *
Mount: T-mount **
Color : Black, White, Titanium

*Hood does not go in set with Kenko mirror 400mm F8 super tele lens. 
**T-mount adapter for each camera system is not included.

Caution: This filter is designed for solar imaging only and to be set in 
front of telescopes or lenses.

76x76 PRO ND100000 390443

100x100 PRO ND100000 390450

TECHNICAL HOLDER II (S) 392027

TECHNICAL HOLDER II (L) 392010

Model Jan# Size Filter size
TECHNICAL HOLDER II (S) 392027 100x83mm 76mm/3in. Square
TECHNICAL HOLDER II (L) 392010 123x106mm 100mm/4in. Square

ND400 PROFESSIONAL

Model Jan# Filter size
49mm ND400 PROFESSIONAL 149232 49mm
52mm ND400 PROFESSIONAL 152232 52mm
55mm ND400 PROFESSIONAL 155233 55mm
58mm ND400 PROFESSIONAL 158234 58mm
62mm ND400 PROFESSIONAL 162231 62mm
67mm ND400 PROFESSIONAL 167236 67mm
72mm ND400 PROFESSIONAL 172230 72mm
77mm ND400 PROFESSIONAL 177235 77mm
82mm ND400 PROFESSIONAL 182239 82mm

Model Jan# Weight Filter size
76x76 PRO ND100000 390443 31g 76x76x2mm
100x100 PRO ND100000 390450 54g 100x100x2mm
67mm PRO ND100000 367919 - 67mm

SOLAR ECLIPSE GLASSES

Caution:This filter is designed for solar imaging only and must be used with 
other ND filters for the proper solar energy.

The Kenko mirror 400mm F8 super tele lens is extremely compact
and lightweight. Useful for those who prefer shooting active scenes
and have some sub super telephoto lens along with primer lenses.
When shooting birds, animals or flora, the Kenko mirror 400mm is ideal.

Black

White Titanium

Specifications

67mm PRO ND100000
367919

Applicable to set filters or materials up to 2mm thickness

Model Jan# Weight Size (HxDxW)
KSG-03 403266 22g 184x76x4mm/7.24x2.99x0.15
KSG-04 403273 22g 184x76x4mm/7.24x2.99x0.15
KSG-05 403280 22g 184x76x4mm/7.24x2.99x0.15
KSG-06 403297 22g 184x76x4mm/7.24x2.99x0.15

KSG-03 403266 KSG-04 403273

KSG-05 403280 KSG-06 403297

Using film by BAADER PLANETARIUM GMBH, Germany
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650 875520

Model Jan# Internal Dimensions (HxDxW) mm/in. Outer Dimensions (HxDxW) mm/in.
aosta Sanctuary 650 875520 170x495x230mm/6.69x19.48x9.05in. 245x550x245mm/9.64x21.65x9.64in.

Maximum capacity : 600mm f4 + D-SLR body
It can also carry spotting scope with camera body

KENKO
BINOCULAR STRAP
"ultra VIEW"

Model Jan# Material
KENKO BINOCULAR STRAP "ultra VIEW" 514139 Nylon

KENKO BINOCULAR 
DISPLAY STAND

Model Jan# Filter size
77mm Kenko Variable NDX 177792 77mm
82mm Kenko Variable NDX 182796 82mm

430 875537

Maximum capacity : 400mm f2.8 + D-SLR body
It can also carry spotting scope with camera body

1000

800

600

400

200

0

EXPOSURE MAGNIFYING FACTOR

Newly Developed Unique Design
Kenko s uniquely designed variable neutral density filter provides
the equivalent brightness range of ND 2.5 to ND 1,000. 
(practical use being up to ND450).

Easy to Operate - Easy Framing - Easy Focus 
With a tripod mounted camera, use the brightest setting for
framing and focus and then increase the density to your desired
level by simply turning the outer filter ring. 

1.Framing and Focus  2.Turn the outer Ring  
3.Adjust the Aperture and Shutter Speed  4. Shoot

Polarizing Effect Cancellation
The Variable NDX filter changes the brightness of
light using a polarized filter.  This new filter uses a
polarizing effect cancellation  where a polarized
filter is used, but purely for controlling the amount
of light with no effect on color balance, glare or
reflections.

Avoid Vignetting 
The singular versatility of the Variable NDX filter
not only replaces a whole set of stacking neutral
density filters it also removes vignetting which
may be caused by using multiple filters.

The Benefits of Having a
Depolarization Plate 
Variable NDX filter using a depolarizing plate
Random polarization is eliminated when natural
light passes through the depolarization plate,
minimizing any change in color by using 2 layers
of polarizing film.

Just turn the outer filter ring - ND2.5 - ND1000

Weight
1925g/67.9oz.

Model Jan# Internal Dimensions (HxDxW) mm/in. Outer Dimensions (HxDxW) mm/in.
aosta Sanctuary 430 875537 165x420x220mm/6.49x16.53x8.66in. 225x480x230mm/8.85x18.89x9.05in.

Weight
1870g/65.96oz.

Example: 600mm f4 lens, DSLR and
monopod stored

Example: 300mm f4 lens, 2DSLRs and
monopod stored

PRO1D R72

Model Jan# Filter size
49mm PRO1D R72 324905 49mm
52mm PRO1D R72 325209 52mm
55mm PRO1D R72 325506 55mm
58mm PRO1D R72 325803 58mm
62mm PRO1D R72 032626 62mm
67mm PRO1D R72 326701 67mm
72mm PRO1D R72 032725 72mm
77mm PRO1D R72 327708 77mm
82mm PRO1D R72 328262 82mm

Without FilterWith R72 Filter
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OP 8x42DH Mark II  010945 Roof 42 8 27.6 7.5° 131m
OP 10x42DH Mark II 010952 Roof 42 10 17.6 6.0° 105m
8x42DH MS  010969 Roof 42 8 27.5 7.3° 127.6m
10x42DH MS  010976 Roof 42 10 17.6 6.3° 110.1m
8x32DH MS  010983 Roof 32 8 16.0 7.5° 131.1m
10x32DH MS 010990 Roof 32 10 10.2 6.5° 113.5m
8x25DH  102060 Roof 25 8 9.6 5.2° 91m
10x25DH  102077 Roof 25 10 6.25 5.0° 87.3m
OP 8x32 DH II 002889 Roof 32 8 16.0 7.5° 131.1m
OP 10x32W DH II  002896 Roof 32 10 10.2 6.0°(Wide) 113.5m
OP 8x42 DH ED 002704 Roof 42 8 27.6 6.8° 119m
OP 10x42 DH ED 002711 Roof 42 10 17.6 5.6° 98m
OP 8x42 DH II 002728 Roof 42 8 27.6 6.5° 114m
OP 10x42 DH II 002735 Roof 42 10 17.6 5.4° 94m
10x50 DH 002742 Roof 50 10 25.0 5.8° 101m
12x50 DH 002759 Roof 50 12 17.6 5.0° 87.3m
8x42 DH 002766 Roof 42 8 27.6 7.5° 131m
10x42 DH 002773 Roof 42 10 17.6 6.0° 105m
7x50WP  131916 Porro 50 7 50.4 7.0° 122m
7x50M IF  011928 Porro 50 7 50.4 7.2° 125.8m
GPS 750 002018 Porro 50 7 50.4 7.2° 125.8m
GPS 718 002025 Roof 18 7 6.76 9.3° 163m
New6x21 DH SGWP  020326 Roof 21 6 12.2 7.5° 131m
New8x32DH II SGWP  001806 Roof 32 8 16.0 7.4° 129m
New10x32DH II SGWP 011812 Roof 32 10 10.2 5.8° 101m
New 8x25 DH SGWP 020425 Roof 25 8 9.6 6.6° 115.3m
New 10x25 DH SGWP   020432 Roof 25 10 6.25 5.4° 94.3m
New8x25 SGWP 011744 Porro 25 8 9.8 6.7° 117m
New10x25 SGWP  011751 Porro 25 10 6.3 5.6° 98m
7x18DH SGWP  011713 Roof 18 7 6.76 9.3° 163m
7x50 031124 Porro 50 7 50.4 6.5° 113.6m
10x50W 031131 Porro 50 10 25.0 6.6°(Wide) 115.3m
12x50W 031148 Porro 50 12 17.6 5.5°(Wide) 96.1m
8x42W  031094 Porro 42 8 27.6 8.2°(Wide) 143.4m
10x42W  031100 Porro 42 10 17.6 6.6°(Wide) 115.3m
12x42W  031117 Porro 42 12 12.3 5.5°(Wide) 96.1m
6x30 020395 Porro 30 6 25.0 8.3° 145.1m
8x30  020401 Porro 30 8 14.1 7.0° 122.3m
10x30 020418 Porro 30 10 9.0 5.5° 96.1m
8-20x50  002810 Porro 50 8-20 39-6.2 4.5°-2.9° 78.6-50.6m
7-15x35  002803 Porro 35 7-15 25-5.4 5.6°-3.7° 97.8-64.6m
8x21 DH (Pink) 020333 Roof 21 8 6.9 6.5° 114m
8x21 DH (Red) 020340 Roof 21 8 6.9 6.5° 114m
8x21 DH (Purple) 020357 Roof 21 8 6.9 6.5° 114m
10x25 DH (Black) 020364 Roof 25 10 6.3 5.4° 94m
10x25 DH (White) 020371 Roof 25 10 6.3 5.4° 94m
10x25 DH (Silver) 020388 Roof 25 10 6.3 5.4° 94m
8x21 (Pink) 020265 Porro 21 8 6.9 7.0° 122m
8x21 (Red) 020272 Porro 21 8 6.9 7.0° 122m
8x21 (Purple) 020289 Porro 21 8 6.9 7.0° 122m
10x21 (Black) 020296 Porro 21 10 4.4 6.0° 105m
10x21 (White) 020302 Porro 21 10 4.4 6.0° 105m
10x21 (Silver) 020319 Porro 21 10 4.4 6.0° 105m
8X21 DH SG 020227/020241 Roof 21 8 6.89 7.1° 124m
10X25 DH SG 020234/020258 Roof 25 10 6.25 5.6° 98m
6x16 SG 111673 Roof 16 6 6.2 9.1° 114x159m
8x18 SG 111680 Roof 18 8 3.9 7.0° 86x122m
8x42 031728 Porro 42 8 27.6 6.8° 112m
7x50 031681 Porro 50 7 50.4 6.8° 118.8m
10x50W 031698 Porro 50 10 25 6.5°(Wide) 114m
8x21 CF 011829 Porro 21 8 6.76 7.0° 122m
10x21 CF 011836 Porro 21 8 4.41 6.5° 114m
7-21x21 MC 116906 Porro 21 7-21 9-1 4.3°-2.3° 75-40m
10-50x27 MC 011843 Porro 27 10-50 7.29-0.29 3.3°-1.3° 58-21m
18-100x28 MC  011867 Porro 28 18-100 2.42-0.08 1.5°-0.5° 26.2-8.75m
7x32 SWA  131909 Roof 32 7 20.8 13.1° 245m

Series Model Name Product #. Prism Type Obj Diameter Magnification Brightness Field of View FOV at 1000m

S E R I E S

S E R I E S

S E R I E S

S E R I E S

S E R I E S

S E R I E S

S E R I E S

S E R I E S

S E R I E S

ASTRONOMY
Case and strap are included for all products. 

KENKO-SPORT-OPTICS-2012-1  12.4.6  11:10 AM  Page 26



B I N O C U L A R S  S P E C I F I C A T I O N S

27

18mm 2.5m/8.2ft. 5.25mm 167x58x145mm/6.57x2.28x5.7in. 900g/31.74oz. Yes Full Yes 6
15mm 2.5m/8.2ft. 4.2mm 167x58x145mm/6.57x2.28x5.7in. 900g/31.74oz. Yes Full Yes 6
20mm 2.5m/8.2ft. 5.25mm 133.5x55.5x125.5mm/5.25x2.18x4.94in. 700g/24.69oz. Yes Full Yes 6

15.3mm 2.5m/8.2ft. 4.2mm 133.5x55.5x125.5mm/5.25x2.18x4.94in. 700g/24.69oz. Yes Full Yes 6
15.3mm 2.5m/8.2ft. 4.0mm 116x52.7x129mm/4.56x2.07x5.07in. 560g/19.75oz. Yes Full Yes 7
15.3mm 2.5m/8.2ft. 3.2mm 116x52.7x129mm/4.56x2.07x5.07in. 590g/20.81oz. Yes Full Yes 7
18mm 2m/6.56ft. 3.1mm 110x37x106mm/4.33x1.45x4.17in. 390g/13.75oz. Yes Full Yes 7
17mm 2m/6.56ft. 2.5mm 110x37x108mm/4.33x1.45x4.25in. 390g/13.75oz. Yes Full Yes 7

14.8mm 2.5m/8.2ft. 4.0mm 138x52x127.3mm/5.43x2.04x5.01in. 455g/16.04oz. No Full Yes 8
14.8mm 2.5m/8.2ft. 3.2mm 138x52x127.3mm/5.43x2.04x5.01in. 470g/16.57oz. No Full Yes 8
18.4mm 2m/6.56ft. 5.15mm 156x52x126mm/6.14x2.04x4.90in. 705g/24.86oz. No Full Yes 8
15.2mm 2m/6.56ft. 4.15mm 151x52x122mm/5.94x2.04x4.80in. 685g/24.16oz. No Full Yes 8
18.8mm 4.5m/14.76ft. 5.15mm 156x52x126mm/6.14x2.04x4.96in. 665g/23.45oz. No Full Yes 9
15.2mm 4.5m/14.76ft. 4.15mm 151x52x122mm/5.94x2.04x4.80in. 655g/23.10oz. No Full Yes 9
19mm 3.8m/12.46ft. 5.0mm 169x63x141mm/6.65x2.48x5.55in. 830g/29.27oz. Yes Full Yes 9

15.5mm 3.8m/12.46ft. 4.2mm 164x63x141mm/6.45x2.48x5.55in. 810g/28.57oz. Yes Full Yes 9
19mm 2.5m/8.2ft. 5.25mm 131x51x148mm/5.15x2.0x5.82in. 660g/23.28oz. Yes Full Yes 9
14mm 2.5m/8.2ft. 4.2mm 131x51x148mm/5.15x2.0x5.82in. 650g/22.92oz. Yes Full Yes 9
18mm 6m/19.68ft. 7.1mm 180x70x183mm/7.08x2.75x7.2in. 870g/30.68oz. Yes Magenta Yes 10

24.9mm 10m/32.8ft. 7.1mm 142x76x200mm/5.59x2.99x7.87in. 1,080g/38.09oz. Yes Yes Yes 10
23mm 10m/32.8ft. 7.1mm 117.5x88.5x197mm/4.62x3.48x7.75in. 1,100g/38.8oz. No Yes Yes 11

10.5mm 5m/16.4ft. 2.6mm 85x43x113mm/3.34x1.69x4.44in. 178g/6.27oz. No Yes No 11
13mm 3m/9.84ft. 3.5mm 88x47x106mm/3.64x1.85x4.17in. 210g/7.4oz. No Yes Yes 12

17.5mm 2m/6.56ft. 4.0mm 128x47x121mm/5.03x1.85x4.76in. 560g/19.75oz. No Yes Yes 12
14mm 2m/6.56ft. 3.2mm 128x47x121mm/5.03x1.85x4.76in. 560g/19.75oz. No Yes Yes 12
14mm 3m/9.84ft. 3.1mm TO BE DETERMINED TBD No Yes Yes 12
14mm 3m/9.84ft. 2.5mm TO BE DETERMINED TBD No Yes Yes 12
15mm 2.3m/7.54ft. 3.1mm 119x109x50mm/4.68x4.29x1.96in. 350g/12.34oz. Yes Yes Yes 12
15mm 2.3m/7.54ft. 2.5mm 119x109x50mm/4.68x4.29x1.96in. 350g/12.34oz. Yes Yes Yes 12

10.5mm 5m/13.12ft. 2.6mm 83x31x110mm/3.26x1.22x4.33in. 142g/5.0oz. No Yes Yes 12
18.1mm 10m/32.8ft. 7.1mm 165x77x185mm/6.49x3.03x7.28in. 880g/31.04oz. Yes Yes Yes 13
15.5mm 8.2m/26.9ft. 5.0mm 165x77x185mm/6.49x3.03x7.28in. 880g/31.04oz. Yes Yes Yes 13
15.8mm 7.5m/24.6ft. 4.2mm 165x77x185mm/6.49x3.03x7.28in. 880g/31.04oz. Yes Yes Yes 13
17mm 5.5m/18.04ft. 5.3mm 138.5x73x176mm/5.45x2.87x6.92in. 770g/27.16oz. Yes Yes Yes 13
16mm 5.5m/18.04ft. 4.2mm 138.5x73x176mm/5.45x2.87x6.92in. 770g/27.16oz. Yes Yes Yes 13

16.5mm 5.5m/18.04ft. 3.5mm 138.5x73x176mm/5.45x2.87x6.92in. 770g/27.16oz. Yes Yes Yes 13
19mm 3m/9.84ft. 5.0mm TO BE DETERMINED TBD No Yes Yes 14
17mm 3m/9.84ft. 3.75mm TO BE DETERMINED TBD No Yes Yes 14
18mm 3m/9.84ft. 3.0mm TO BE DETERMINED TBD No Yes Yes 14

20-15mm 10m/32.8ft. 6.2-2.5mm 185x77x180mm/7.28x3.03x7.08in. 900g/31.74oz. Yes Magenta No 14
20-16mm 10m/32.8ft. 5.0-2.3mm 130x77x168mm/5.11x3.03x6.61in. 700g/24.69oz. Yes Magenta No 14

11mm 3m/9.84ft. 2.6mm TO BE DETERMINED TBD No Yes No 15
11mm 3m/9.84ft. 2.6mm TO BE DETERMINED TBD No Yes No 15
11mm 3m/9.84ft. 2.6mm TO BE DETERMINED TBD No Yes No 15
11mm 3m/9.84ft. 2.5mm TO BE DETERMINED TBD No Yes No 15
11mm 3m/9.84ft. 2.5mm TO BE DETERMINED TBD No Yes No 15
11mm 3m/9.84ft. 2.5mm TO BE DETERMINED TBD No Yes No 15
11mm 6m/19.68ft. 2.6mm 82x45x102mm/3.22x1.77x4.01in. 190g/6.70oz. Yes Yes No 15
11mm 6m/19.68ft. 2.6mm 82x45x102mm/3.22x1.77x4.01in. 190g/6.70oz. Yes Yes No 15
11mm 6m/19.68ft. 2.6mm 82x45x102mm/3.22x1.77x4.01in. 190g/6.70oz. Yes Yes No 15
11mm 7m/22.96ft. 2.1mm 82x45x102mm/3.22x1.77x4.01in. 192g/6.77oz. Yes Yes No 15
11mm 7m/22.96ft. 2.1mm 82x45x102mm/3.22x1.77x4.01in. 192g/6.77oz. Yes Yes No 15
11mm 7m/22.96ft. 2.1mm 82x45x102mm/3.22x1.77x4.01in. 192g/6.77oz. Yes Yes No 15
11mm 5m/16.4ft. 2.6mm 105x35x98mm/4.13x1.37x3.85in. 210g/7.4oz. No Magenta No 16
11mm 5m/16.4ft. 2.5mm 105x40x115mm/4.13x1.57x4.52in. 235g/8.28oz. No Magenta No 16

11.4mm 1m/3.28ft. 1.8x2.7mm 73x22x106mm/2.87x0.86x4.17in. 118g/4.16oz. No Yes No 16
11.4mm 2m/6.56ft. 1.4x2.3mm 73x22x106mm/2.87x0.86x4.17in. 118g/4.16oz. No Yes No 16

- 5.5m/18.04ft. - 140x57x190mm/5.51x2.24x7.48in. 650g/22.92oz. No Magenta No 17
- 8m/26.24ft. - 167x65x198mm/6.57x2.55x7.79in. 790g/27.86oz. No Magenta No 17
- 6m/19.68ft. - 167x65x198mm/6.57x2.55x7.79in. 790g/27.86oz. No Magenta No 17
- 6m/19.68ft. - 80x40x113mm/3.14x1.57x4.44in. 140g/4.93oz. No No No 17
- 6m/19.68ft. - 80x40x113mm/3.14x1.57x4.44in. 140g/4.93oz. No No No 17
- 3.5m/11.48ft. - 92x48x108mm/3.62x1.88x4.25in. 265g/9.34oz. No Yes No 17
- 5m/16.4ft. - 112x43x110mm/4.4x1.69x4.33in. 300g/10.58oz. No Yes No 17
- 6m/19.68ft. - 121x57x112mm/4.76x2.24x4.4in. 340g/11.99oz. No Yes No 17

8mm 3m/9.84ft. 4.57mm 113x65x115mm/4.44x2.55x4.52in. 710g/25.04oz. No Magenta No 21
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